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(vi) Maximum depth and bottom time
for each diver.

(2) For each dive outside the no-de-
compression limits, deeper than 100 fsw
or using mixed gas, the following addi-
tional information shall be recorded
and maintained:

(i) Depth-time and breathing gas pro-
files;

(ii) Decompression table designation
(including modification); and

(iii) Elapsed time since last pressure
exposure if less than 24 hours or repet-
itive dive designation for each diver.

(3) For each dive in which decompres-
sion sickness is suspected or symptoms
are evident, the following additional
information shall be recorded and
maintained:

(i) Description of decompression sick-
ness symptoms (including depth and
time of onset); and

(ii) Description and results of treat-
ment.

(e) Decompression procedure assess-
ment. The employer shall:

(1) Investigate and evaluate each in-
cident of decompression sickness based
on the recorded information, consider-
ation of the past performance of de-
compression table used, and individual
susceptibility;

(2) Take appropriate corrective ac-
tion to reduce the probability of recur-
rence of decompression sickness; and

(3) Prepare a written evaluation of
the decompression procedure assess-
ment, including any corrective action
taken, within 45 days of the incident of
decompression sickness.

[42 FR 37668, July 22, 1977, as amended at 49
FR 18295, Apr. 30, 1984]

SPECIFIC OPERATIONS PROCEDURES

§1910.424 SCUBA diving.

(a) General. Employers engaged in
SCUBA diving shall comply with the
following requirements, unless other-
wise specified.

(b) Limits. SCUBA diving shall not be
conducted:

(1) At depths deeper than 130 fsw;

(2) At depths deeper than 100 fsw or
outside the no-decompression limits
unless a decompression chamber is
ready for use;

(3) Against currents exceeding one (1)
knot unless line-tended; or
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(4) In enclosed or physically con-
fining spaces unless line-tended.

(c) Procedures. (1) A standby diver
shall be available while a diver is in
the water.

(2) A diver shall be line-tended from
the surface, or accompanied by another
diver in the water in continuous visual
contact during the diving operations.

(3) A diver shall be stationed at the
underwater point of entry when diving
is conducted in enclosed or physically
confining spaces.

(4) A diver-carried reserve breathing
gas supply shall be provided for each
diver consisting of:

(i) A manual reserve (J valve); or

(ii) An independent reserve cylinder
with a separate regulator or connected
to the underwater breathing apparatus.

(5) The valve of the reserve breathing
gas supply shall be in the closed posi-
tion prior to the dive.

§1910.425 Surface-supplied air diving.

(a) General. Employers engaged in
surface-supplied air diving shall com-
ply with the following requirements,
unless otherwise specified.

(b) Limits. (1) Surface-supplied air
diving shall not be conducted at depths
deeper than 190 fsw, except that dives
with bottom times of 30 minutes or less
may be conducted to depths of 220 fsw.

(2) A decompression chamber shall be
ready for use at the dive location for
any dive outside the no-decompression
limits or deeper than 100 fsw.

(3) A bell shall be used for dives with
an inwater decompression time greater
than 120 minutes, except when heavy
gear is worn or diving is conducted in
physically confining spaces.

(c) Procedures. (1) Each diver shall be
continuously tended while in the
water.

(2) A diver shall be stationed at the
underwater point of entry when diving
is conducted in enclosed or physically
confining spaces.

(3) Each diving operation shall have a
primary breathing gas supply sufficient
to support divers for the duration of
the planned dive including decompres-
sion.

(4) For dives deeper than 100 fsw or
outside the no-decompression limits:

(i) A separate dive team member
shall tend each diver in the water;

894



Occupational Safety and Health Admin., Labor

(ii) A standby diver shall be available
while a diver is in the water;

(iii) A diver-carried reserve breathing
gas supply shall be provided for each
diver except when heavy gear is worn;
and

(iv) A dive-location reserve breathing
gas supply shall be provided.

(5) For heavy-gear diving deeper than
100 fsw or outside the no-decompression
limits:

(i) An extra breathing gas hose capa-
ble of supplying breathing gas to the
diver in the water shall be available to
the standby diver.

(ii) An inwater stage shall be pro-
vided to divers in the water.

(6) Except when heavy gear is worn
or where physical space does not per-
mit, a diver-carried reserve breathing
gas supply shall be provided whenever
the diver is prevented by the configura-
tion of the dive area from ascending di-
rectly to the surface.

§1910.426 Mixed-gas diving.

(a) General. Employers engaged in
mixed-gas diving shall comply with the
following requirements, unless other-
wise specified.

(b) Limits. Mixed-gas diving shall be
conducted only when:

(1) A decompression chamber is ready
for use at the dive location; and

(i) A bell is used at depths greater
than 220 fsw or when the dive involves
inwater decompression time of greater
than 120 minutes, except when heavy
gear is worn or when diving in phys-
ically confining spaces; or

(ii) A closed bell is used at depths
greater than 300 fsw, except when div-
ing is conducted in physically con-
fining spaces.

(c) Procedures. (1) A separate dive
team member shall tend each diver in
the water.

(2) A standby diver shall be available
while a diver is in the water.

(3) A diver shall be stationed at the
underwater point of entry when diving
is conducted in enclosed or physically
confining spaces.

(4) Each diving operation shall have a
primary breathing gas supply sufficient
to support divers for the duration of
the planned dive including decompres-
sion.

§1910.427

(5) Each diving operation shall have a
dive-location reserve breathing gas
supply.

(6) When heavy gear is worn:

(i) An extra breathing gas hose capa-
ble of supplying breathing gas to the
diver in the water shall be available to
the standby diver; and

(ii) An inwater stage shall be pro-
vided to divers in the water.

(7) An inwater stage shall be provided
for divers without access to a bell for
dives deeper than 100 fsw or outside the
no-decompression limits.

(8) When a closed bell is used, one
dive team member in the bell shall be
available and tend the diver in the
water.

(9) Except when heavy gear is worn
or where physical space does not per-
mit, a diver-carried reserve breathing
gas supply shall be provided for each
diver:

(i) Diving deeper than 100 fsw or out-
side the no-decompression limits; or

(ii) Prevented by the configuration of
the dive area from directly ascending
to the surface.

§1910.427 Liveboating.

(a) General. Employers engaged in
diving operations involving liveboating
shall comply with the following re-
quirements.

(b) Limits. Diving operations involv-
ing liveboating shall not be conducted:

(1) With an inwater decompression
time of greater than 120 minutes;

(2) Using surface-supplied air at
depths deeper than 190 fsw, except that
dives with bottom times of 30 minutes
or less may be conducted to depths of
220 fsw;

(3) Using mixed gas at depths greater
than 220 fsw;

(4) In rough seas which significantly
inpede diver mobility or work function;
or

(5) In other than daylight hours.

(¢c) Procedures. (1) The propeller of the
vessel shall be stopped before the diver
enters or exits the water.

(2) A device shall be used which mini-
mizes the possibility of entanglement
of the diver’s hose in the propeller of
the vessel.

(3) Two-way voice communication be-
tween the designated person-in-charge
and the person controlling the vessel
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